


Wood floors are friendly. 


They have a beauty all their own. 


Wood floors—with glistening, satiny, decora- 
tive surface—lend enchanting ballroom charm 
to your home. Using new and colorful non- 
skid throw rugs, you can have attractive 
rooms, varied decorative treatment and a 
distinctiveness obtainable in no other way. 
Wood floors must begin with a smooth, even 
foundation for proper finishing and waxing. 
If your floors show wear, now is the time to 
recondition them—and here are the easy steps 
to take. 
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Once your floors are reconditioned they are 
extremely easy to keep clean and beautiful. 
This is particularly true when your floor care 
is done speedily with a Red Devil No. FP33 
Floor Conditioning Machine. You can have 
this efficient floor machine for less than the 
price of a vacuum cleaner. And in addition 
to keeping your floors beautifully polished, 
the Red Devil Floor Machine does many 
other jobs around the house. It will pay for 
itself many times over. See it and try it at 
your Red Devil dealer’s now. 


To begin, check the floor carefully for pro- 
truding nail heads. Use hammer and nail set 
to sink all. exposed nail heads beneath surface 
of floor,-then fill the holes with plastic wood. 
Next check for squeaks, caused by loose 
boards. To banish squeaks, drive 2” finishing 
nails into board at point nearest squeak, slant- 
ing nail to about a fifty degree angle. Drive 
all nails beneath floor surface and fill holes 
with plastic wood. 

Rotted boards should be replaced. A board 
is easier to remove if split down the middle 
with a chisel. To replace boards it is better to 
replace two than one, because of the tongue- 
and-groove milling of floor boards. When 
installing new boards, place the tongue and 
grooves loosely together, then press into place. 
If you do remove only one board, cut off the 
bottom lip of the groove, so the top lip is not 





broken when board is replaced. New boards 
should be installed so ends can be nailed to 
cross beams. 

Buckling of floors can be corrected by nailing 
at the points closest the buckle, wherever a 
secure hold can be obtained. Sagging floors 
can be built up, but usually require rather 
complete carpentry, which may best be done 
by a carpenter or floor installation man. 





Next step 1s sanding. 


If you do not have a large floor area to sand it 
can be done with the handy Red Devil FP33 
Floor Conditioning Machine with sanding discs 
attached. Edges and corners will have to be 
done by hand using a Red Devil No. 8 Wood 
Scraper. 

If you have a large floor area to sand, your Red 
Devil dealer will rent you a Red Devil No. 444 
drum-type Sanding Machine and a Red Devil 
FE2 Vertical Edge Sander. The drum sander is 
used for large floor areas, while the edge sander 
is for corners, closets, and sanding close to 
walls and stairways. 

The first sanding operation on your floors should 
be done using No. 4-16 sandpaper. The assorted 
sandpaper you need can be obtained when you 
rent your Red Devil floor sanding machines. 
Run the sander at a 45 degree angle to the 
boards on the first cut. A second cut should 
then be made, again using coarse paper—but 
run the machine at right angles over the first 


sanding cut. If the floor still needs smooth- 
ing, run the machine along the boards, still 
using coarse paper. Or change to medium 
grade sandpaper for a smoother surface. 
For new floors, the first sanding cuts can be 
made using medium grade sandpaper. Gen- 
erally you can tell if the proper coarseness 
sandpaper is suitable by observing the ra- 
pidity with which the paper clogs with old 
paint and varnish. If paper clogs fast, use 
coarser grade paper. 

All sanding operations apply equally to the 
drum sander and the edger. After you've 
completed the coarse sanding, put 1-60 
grade sandpaper on the machines and do 
the final sanding parallel with the boards. 
Be sure that either sander is in motion be- 
fore lowering the sanding drum or disc. Be 
careful—otherwise you will gouge the floor. 
When finishing the sanding run in any di- 
rection, raise the drum or disc off the floor 


before stopping. Sanders may be moved 
forward or backward while in operation, 
but always be sure to have sander in oper- 
ation before touching floor. 
CAUTION—Empty dust bag into a garbage 
can when about half full. Do not empty 
into furnace or incinerator or you may 
cause a dust explosion. 

With the disc-type sander, contact the floor 
only with the forward half of the disc. 
Otherwise the bolt which holds the sand- 
paper in place may mar the floor and sand- 
ing dust will not be drained into the 
collector bag. 
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After sanding floors, edging and scraping 
corners, use your regular vacuum cleaner 
and remove every particle of dust. Go 
over all wood work with a damp cloth, 
including the tops of doors, doorways and 


©& window frames. Do it before finishing 


floors, otherwise dust may settle on and 
spoil your floor finishing job. 

To finish floors you may use either floor 
seal, varnish or shellac. Shellac has the 
advantage of drying quickly—within two 
hours. But it scratches easily and water 
causes it to turn white. 

Varnish is the best floor finishing treat- 
ment. It provides a tough film which has 
high scratch resistance and does not stain 
or water spot easily. Varnish takes from 
12 to 24 hours to dry, for each coat. Be 
sure you plan ahead if you use varnish. 
You can apply varnish right from the can 


—while shellac should be cut with alcohol 
using three parts shellac to one part 
alcohol. 

When varnish is used, a filler should be 
applied first to provide a non-absorbing 
surface. Before applying filler, thin to 
brushing consistency with turpentine. 





Brush across wood grain, a small area at 
a time. This will speed drying to about 
10 minutes. When filler begins to dry 
wipe off excess with a piece of clean bur- 
lap. Then let floor dry for about 12 more 
hours. 

After filler has dried for about twenty 





minutes, rub No. 0 steel wool over the 
floor, working with the grain. The easy 
way to do this is to tie the steel wool to 
a push broom. Afterward be sure to re- 
move all dust and steel wool grit with 
vacuum or hand broom. 

Floor seal preparations do not require a 
filler. They have a high scratch resistance, 
and they are waterproof. After each coat, 
and you should use two coats, the floor 
should be rubbed with a clean mop, bur- 
lap rag or steel wool. 

Whether you use floor seal, varnish or 
shellac to finish your floors—you should 
apply two coats before you go on to the 
next step—which is waxing your floors. 
Allow for closing off of your room or 
rooms for the time sufficiently to properly 
dry the floor coating you apply. Earlier use 
may spoil your whole reconditioning job. 





Before applying wax— once again use the 
vacuum cleaner to pick up all dust or other 
foreign matter. You can use either paste or 
liquid wax. For applying paste wax now or 
later, it is best to rent or buy an inexpensive 
Red Devil FP33 Floor Conditioner. The scrub- 
bing brushes of this machine are fine for 
applying paste wax. 

When the entire floor has been waxed, attach 
the polishing brushes to the Red Devil Floor 
Conditioner and polish the floor thoroughly. 
A final buffing of the waxed floors may be 
quickly obtained by attaching the buffing pads 
to the polishing brushes. This hardens the wax, 
gives a-high gloss and adds extra life to the 
surface. Do not use buffing pads until the first 
wax application is dry and well polished by 
the brushes, however. The result is a gleaming, 
long-wearing waxed floor—truly beautiful. 
Wood floors should be waxed at least four 
times a year, more often at hard-wear points. 
A Red Devil Floor Conditioner is always a 
valuable machine for this work, pays for itself 
many times over. And the same machine works 
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wonders with linoleum, composition, tile, mar- 
ble and terrazzo floors, too. 

Never scrub finished wood floors with soap 
and water except where dirt cannot be removed 
in any other way. Try a bleach or a solvent 
cleaner first. If scrubbing is necessary, apply 
weak soapy water and use scrub brushes as 
attached to the Red Devil Floor Conditioner. 
When using soap chips for floor scrubbing, be 
sure to dissolve thoroughly in boiling water. 
Then empty into a partially full bucket of hot 
water. A small quantity of this soapy water 
can be applied to the floor at a time and ma- 
chine scrubbing done. The suds will soon be 
whipped into heavy suds, which can be moved 
about the floor with an ordinary window squee- 
gee. Use the squeegee, too, to collect them in 
a dust pan for disposal. Use as little water as 
possible—and baseboards or other area of the 
floor will not be splashed. When scrubbing is 
completed, go over floor with clear water and 
a clean rag or mop, to remove any soap that 
remains. When completely dry, wax and polish 
as discussed before. 
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The Red Deyil FP33 Floor Conditioner 
has twin 6-inch counter-rotating brushes, 
yet costs less than a vacuum cleaner. 
It is invaluable for waxing, polishing, 
scrubbing, refinishing, steel wooling, 
sanding—all types of floors: wood, 
linoleum, asphalt and rubber tile, mar- 
ble and terrazzo and cement. 

Your Red Devil dealer has the complete 
Red Devil FP33 Floor Reconditioning 
Kit which is complete with 6 coarse, 6 
medium and 6 fine sand paper discs, 2 
holders, 1 wrench, 4 steel wool pads, 
packed in convenient carton. 

The Red Devil No. FP23 Home Floor 
Polisher polishes and buffs floors at the 
same time, quickly and easily. It is 
easier to handle than a carpet sweeper 
and produces results that are truly 
glittering. 
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FP3B FP11 

— Polisher, Floor Polisher, 
eavy duty an easy to use 
machine for Se S ked Devil 
constant floor machine for 
work. 17? “ regular floor 
brush. waxing and 
porgng- 12 

rush. 




















Vertical Floor 
Edger gives 
full visibility 
of working 
area at all 
times. 


No. #44 
Floor Sander, 
rugged mogel 
for /#pretes= 
sional use or 
rents 
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OPERA- CONDI- PROPER 
MATERIAL! TION TIONS | PAPER No. 
Roughing} Ordinary 2 or 3 
Hard Uneven 2 or 2/2 
Wood Finishing} Ordinary 1 or 2 
Extra Fine | /, 0, or 00 
Roughing| Ordinary 2 
Soft 2 
weet Finishing} Ordinary 1 


VW, 0, or 00 


~ Extra Fine 





GRIT GUIDE OLD WORK 




































OPERA- CONDI- PROPER 
MATERIAL] TION TIONS | PAPER No. 
Covered | Revghing| Ordinary 3% or 4 
ith Inter- Heavy 1 
‘at mediate Varnish 4 or 4", 
varnish, Scratched, 2 
shellac, Uneven 
paint, Finishing | Ordinary 1 
etc. Extra Fine | 2, 0, or 00 





No. 40 — Wood 
Scraper with 
double edge re- 
placeable blade 
14%." wide. 


No. 50 — Wood 


Scraper 9” 





for best leverage, 


2," blade. 









F No. 0 — Paint and Wood 


Scraper, low price, fine 
for close quarters. 


No. 9A — Sandpaper 
Holder, like No. 9 but 
with sponge rubber pad 
for sanding irregular 
surfaces. 


No. 9 — Sandpaper 
Holder, quick trigger 
grip and release of % 
of standard size sheet. 
Metal platen - slightly 
convex to prevent edge 
scoring. 





Red Devil CS-1 Car- 
bide Scraper —- one 
of a complete line of 
wood scrapers. 



















Red Devil Grady Wedges — 
for handles of hammers and 
axes. 


No. RS10-W 
Red Devil 
Roller Painter. 


Red Devil Paint 
Conditioner — Al- 
ways buy paint 
from dealers who 
have these ma- 
chines. You get 
fresh paint that 
needs no stirring 
if used same day. 


Different types of cutters for different glass. 


Because glass differs in thickness and 
hardness, it is important to have the right 
Red Devil glass cutter to do a good job 
on a given piece of glass. 


For example, Red Devil No. C-888 
Carbide Glass Cutter has longer life and 
can be resharpened. Your Red Devil 
dealer will help you select the right Red 
Devil glass cutters for every glass cutting 
requirement. 








No. 023 — Same as No. 024 but with 
ball knob on end of handle for tapping. 







No. C-888 — Carbide wheel — Hardest 
metal known. Many times more cuts 
before dulling. 





No. G-5 — Turret Head — Professional 
model for heavy-duty service. 
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No. LS-2 Red Devil Lucite Scraper 















































No. 13 Red Devil 
Razor Blade Scraper 





Red Devil Putty Knives and Wall Scrapers—a complete line 


No. 453 Red Devil Glaziers’ Chisel 
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IRVINGTON 11, N. J. 


Manufacturer of top quality painters’ and glaziers’ 
tools, floor machines, and hardware specialties. 
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